
HOSPITAL
EQUIPMENTS

❑ Plaster Table

❑ Anesthesia Machine

❑ Lamp

❑ Patient Monitor

❑ Ventilator

❑ Air Blender

2026 CATALOUGE 1

❑ Operating Table

❑ Gynecological Table

❑ Eye Operating Table

❑ Traction

❑ Veterniary Table

❑ Surgical Aspirator



Designed for exceptional 
adaptibility
General surgery, Urology, Gynecology,
Orthopedics, Eye, Brain Surgery, ENT, 
Cardiology etc. we are designing it to
be suitable for many operations.
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TABLEPOSITIONS

Head Section (Manual) Lateral

(Controlled) Trendelenburg

(Controlled) TersTrendelenburg

(Controlled) Back Section

(Controlled) Foot Section 

(Piston)

Type

Slip (Optional) (Controlled)

55° Up - 90' Down, removable.

25° Right • 25° Left Lateral-Tilt position

30°

25’

60° Up / -40' Down (+-15')
30' Up • 90' Down - 90' Side opening,

removable. Electro-mechanical (Controlled)

300 mm

Height

Height (cushion) Desktop Size

Head Division BackSection

Seating Section

Foot Section (Right) (Piston) Foot

Section (Left) (Piston) Voltage

Battery Charge Voltage Hand

Control Voltage Engine Voltage

Battery

Battery Capacity

Patient Carrying Capacity Battery

710mm x 1010mm

760 mm x 1060mm

600 mm x 2150 mm

225mm x 355mm

530 mm x 625mm

530 mm x 530 mm 255mm x710mm 255mm

x710mm 230V50 HZ

24V DC

5 V DC

220VAC, %a- 24VDC 10A

dry battery/maintenance free 7Ah, 2VDC

300 kg.

45minute

TECHNICAL SPECIFICATIONS
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SHOULDER ARTHROSCOPY



Gynecological Examination 
Table, is produced in
accordance with gynecologic 

and urologic examination.

G
Y

N
E

C
O

L
O

G
IC

A
L

 T
A

B
L

E

4

TABLEPOSITION

Back Section

(Control)

Trendelenburg

(Control) Up-

Down (Control)

Leg Section

(Manual)

Gynecological Support

Handle

Waste Collection Tub

Polyurethane Cushion

Hand Controller

2 Pieces

2 Pieces

1Piece

3 Pieces

1Piece

STANDARD ACCESORY

TECHNICAL SPECIFICATIONS

Maxium Height

Minimum Height

Power Input

Carrying Capacity

Table Weight

Leg Control

110cm +/- 15cm

45cm   +/- 15cm

220V  /  50hz

400kg

100kg

Optional

REMOTE CONTROL
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It has been specially designed with the support of

ophthalmologists for use in Eye ENT and Dental Surgery.

Up-Down, Trendelenburg, Reverse Trendelenburg

movements are controlled by the remote.
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ACCESSORY

Custom Set

Arm Support Optional

Round Head for E Surgery

2 Motorized Foot Pedal

3 Head Part with remote control



It can be easily mounted on the operating tables.

For orthopedic traction operations when mounted on 

the operating table,the traction set is ready for use.
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Gynecologic support

Bariatric Boot



ELECTRIC VETERINARY EXAMINATION TABLE

•Made Of 304 quality stainless steel table

•The lower chassis is powder coated

•Table has Trendelenburg movement.

• Serum hanger slot and serum hanger are available

•There is a waste water drain

• Rope binding is available

•Width: 63 cm

•Length : 135 cm

•Height : 90 cm
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FOR INTENSIVE CARE, OPERATING ROOM, 

POLYCLINIC AND EMERGENCY SERVICE USE

2, 3 and 5 liter single/double jar combinations

•0-500-600 mmHg vacuum power (at sea level)

•Use with canister systems

•Easy monitoring with vacuum value adjustment and 63 

mm diameter vacuum gauge

•Flow rate (air flow): 50 lt/min

•Ergonomic use with 25-degree control panel

•Vacuum direction feature (jar selection)

•Float system

•• Indicator light showing the device is working

• 1300 rpm pump

• Mobile

• 5.3 and 2 liter jars can be sterilized by autoclave.  

Transparent jars made of polycarbonate material

• Cleaning solution container and two aspiration hose 

hanger attachments

• Four wheels, 50 mm diameter, 360-degree rotating, 

two with brakes

• Supply Voltage: 230V, 50/60 Hz

• Power Consumption: 135 W
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It is a multi-purpose, highly maneuverable, adjustable 

mobile plaster cast table system made of stainless steel 

material, suitable for use in operating rooms and 

intervention rooms.

Developed for Pelvipedal Plaster applications after 

Pediatric Orthopedic surgery.

Provides an unobstructed full body plaster position for 

the practitioner. Easily removable, cleanable, and 

suitable for sterilization.
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ACESO ANESTHESIA MACHINE SPECIFICATION

•High resolution 8.4” Touch Color Display.

•Inbuilt Ventilator􀀀

•Tidal Volume 15ml -1500ml

•Mode :-VCV, SIMV-VC, PCV, SIMV-PC, CPAP/PSV, 

PRVC, Manuel /

Spont

•Double Gas System with O2,N2O and Optional 

Medical Air

•Ventilator parameters Monitoring TV, MV,FiO2,I:E, 

Ppeak,Pmean,Pplat,

Freq

•Circle Absorber with Co2 Absorption Canister 

Aprox.1500ml

•Freq. 4-100 BPM

•I:E 4:1-1:10

•Alarm Settings TV, MV, Fio2,Ppeak􀀀 ,􀀀 Alarm Mute

•Oxygen Sensor with Fio2 monitoring

•O2 and N2O Emergency Cylinder Yoke.

•ACGO – Auxiliary common gas Outlet.

•Airway Pressure gauge.

•APL Valve - 1to75cmH2O

•ACESO 2 Gas Anesthesia Workstation
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Portable Anesthesia Machine

1. Portable anesthesia machine, single vaporizer.

2. Two-tube 02/N20 flow meter

3. No electric power needed

4. High quality and durable design

5. Easy use and maintainence

6. Meet clinical safety requirement of EU.

7. Solid coating and anti-dust smooth surface.

Main unit

Mode: Semi-open, semi-closed or closed system gas 

supply: 02/N20 0.28 Mpa

Flow meter: 02/N20 two-tube meter 0-10 L/min ( with 

interlock protection devices

ensuring the 02 concentration >21% )

02 flush: 25 to 75L/min

02 deficiency alarm: Audible alarm for at least 7 

seconds.

APL valve: <6 mpa
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SPECIFICATIONS

1-Central Illuminance (Lux)        160,000

2-Color Rendering Index(Ra        >95 

3-Color Temperature(K)            A:4500 B:3500 4000 

4500 5000(Optional) (mm) 150-300

4-Life(hour) 50,000

5-Diameter Lamp Housing(mm) 700

6-Lighting Depth L1+L2(mm)              >1000

7-Power 80 W /110V-220V 50-60hz

8- MIS Endoscopy Lighting Available
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Parameters: ECG/HR, RESP, SpO2, PR, NIBP, TEMP

• Chest impedance and respiration measurement,

• Simultaneous monitoring of 7 real-time waveforms

• Multi-level alarm management

• Built-in high-capacity battery with more than 2 hours of 

standby time

• USB and SD card data storage

• Automatic data saving in case of power failure

• Multiple language options

• Wired/wireless connection option to central monitoring 

system
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C 80 S 8000

• IPX1 level waterproof design

• Suitable for use in newborns, children, and adult 

patients

• Ability to monitor 9 waveforms and numerical 

values simultaneously

• Standard Nellcor SpO2 Module

• 12-channel ECG analysis

• Real-time OxyCRG display on the screen

• Automatic blood pressure measurement

• 120 hours of graphical and numerical memory

• Built-in battery



SPECIFICATIONS

•It is possible to monitor the most important parameters, 

from the

beginning of the therapy, with P/V Flex and the Stress 

Index option, as

well as the intermediate phases towards weaning, with 

P0.1 and Pimax,

among other tests and variables.

•High-flow oxygen therapy

•AVA mode (Adaptive Ventilatory Assist)

•Software upgradable for:

•Neonatal ventilation.

•High-flow oxygen therapy.

•Spontaneous Breathing Test (SBT) and Stress Index.

•PRVC, SIMV (PRVC) and VSV ventilation modes.

•Available for invasive and non-invasive ventilation.

•Automatic leak compensation.

•Comprehensive respiratory mechanics module.

I•ntra-hospital transportation.

•72 hours of trend storage.

•Low cost maintenance.

•2-year warranty.
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0xygene Air Blender Specifications

Dimensions                  3.5” x 3.4” x 3.6”     

                                    (89 mm x 86 mm x 91 mm)

Weight 4.0 lbs (1.82 kg)

Sensor accuracy ± 3%

Supply pressure 30 to 75 PSIG /

                                   2.1 to 5.3 kg/cm2

Alarm activation bypass When supply pressures dier           

                                            by 20 ± 2 PSI

Number of ports                   2

Overall flow range              0 to 30 LPM

Bleed flow 2.5 to 3.5 LPM when activated
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CMB GLOBAL CONSULTING

AND FOREIGN TRADE INDUSTRY AND TRADE LTD. CO.
Address: Kızılırmak Mah. Ufuk Universitesi Cad. No: 12-3 / Çankaya / 

ANKARA

+90312 3930002 - +90 543 1138706

www.cmbglobaltr.com    -  info@cmbglobaltr.com     - @cmbglobaltr
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